
How	  to	  remove	  the	  inner	  fairing:	  	  
Tools needed 
Snap ring pliers 
T-27 star allen wrench (Use the long one with a t-handle..its easier) 
T-25 Star allen wrench 
3/16 allen wrench (long one with T-handle) 
5/16 socket 
7/8 open end wrench 
9/16 open end arench 
1/2 open end wrench 
Phillips screw driver 
Flat head screwdriver 
Masking tape 
Baggies 
Pen/marker 
Snap ring pliers 
 
Put bolts and screws in marked baggies as you take them off so you know where they go when you re-assemble the fairing. 
 
This is for a 2008 Streetglide 
 
Lets get started... 
 



1. Remove the 
left saddle bag 
and side cover. 
(marked in red) 
 

 



2.Pull out Maxi 
Fuse. (marked in 
red) 
 

 



3.Remove 3 
screws from 
front fairing and 
pull out 
windshield. T-27 
NOTE: To 
be safe...Put the 
middle screw 
back in place 
before removing 
the inner fairing 
screws. It will be 
easier to hold 
the outer fairing 
while removing 
this screw 
last.This will 
keep your outer 
fairing from 
falling on your 
fender when you 
remove the 4 
inner screws 
(next step)and 
causing damage 
to either the 
fairing or fender. 
Thanks to 
HARLEYPINGMAN 
for this helpful 
tip. 
 

 



4. Remove 2 
screws (each 
side...4 total) 
from inner 
fairing. (1 
silver...1 black) 
T-27 
 

 



5. Pull outer 
fairing forward 
and disconnect 
headlight. Set 
outer fairing 
aside. 

 



6. Take a couple 
of pics so you 
remember 
exactly how 
wires are run for 
when you re-
assemble. (SEE 
NEXT PIC AS 
WELL) 

 



 

 



7.Disconnect left 
and right front 
turn signal/aux 
lamp connectors. 
MARK EVERY 
WIRE YOU 
DISCONNECT 
WITH MASKING 
TAPE SO YOU 
KNOW WHERE IT 
PLUGS BACK IN 
TO. 

 



8.Remove the 4 
plugs from the 
fairing support 
bracket (silver) 
They just slide 
right off it. 

 



9. Remove the 2 
bolts from each 
of the support 
bracket (silver) 
Note...allen bolts 
are on the inside 
and stars are on 
the outside. T-25 
3/16 allen 
 

 



10. Turn forks to 
the right. Book 
says left but 
right worked 
better for be 
because I went 
for the button 
from the left. Put 
key in ignition 
lock. Take a 
small 
screwdriver and 
under the 
ignition you will 
see a little 
button. Push up 
the button and 
turn the key to 
the left a little 
bit. That will 
release 
everything. Pull 
ignition out. (For 
location of 
button, see next 
picture) 

 



NOTE:  The 
button you are 
going to push is 
located here. 

 



11. Unscrew 
collar with 
wrench. 7/8 
open end 

 



12. Remove nut, 
collar and black 
spacer.  

 



 
13. Remove the 
switch position 
plate. 
NOTE....I turned 
the bars to the 
left later and the 
forks locked. Not 
a big deal...just 
take a regular 
screwdriver and 
put it down the 
hole where the 
switch was. You 
will see a notch 
cut out down 
there. Turn to 
the right a little 
bit and the forks 
unlock. 
 
14. Remove the 
2 screws. 1 each 
side with 
washer. T-25 

 



15. Turn forks 
left and 
disconnect the 
switch 
connector. You 
can then remove 
the cap. It was 
easier for me to 
remove the 
rubber gromets 
(located on the 
side) first. 

 



16. Remove 2 
screws from turn 
signal. Make a 
note on how the 
wire runs for the 
turn signal. 
Remove signal 
and front chrome 
skirt. 

 



NOTE...Red dot 
is for the wire 
and just to the 
left of it is the 
chrome skirt. 
 

 



17. Loose up the 
clutch. Slide 
rubber boot up 
adjustment 
cable. Break 
locking nut free 
(red dot). Screw 
adjusting piece 
(Blue) in to give 
you slack in your 
clutch lever. 
9/16 and 1/2 
wrenches 

 



18. Remove 
snap ring from 
the pivot pin of 
the clutch lever. 
Pull pin out. 

 



19. Remove 2 
screws 
w/washers from 
clutch bracket. 
T-27 

 



20. Remove 
clutch lever from 
black holder. 

 



21. Pull anchor 
pin from cable. 

 



22. Pull the 
clutch cable thru 
the inner fairing 
to the front. Just 
enough so it 
clears the 
fairing.  
 
23.Remove 
cigarette lighter. 
Disconnect the 2 
wires. Put your 
finger in the cig 
socket. Unscrew 
the outer cover 
of the cig lighter 
(back...you can 
see it in the pic.) 
Your finger is in 
the cig socket to 
keep it from 
turning so you 
can unscrew the 
back cover. 
 

 



24. Disconnect 
wires from 
speakers. (BLUE) 
Remove 
remaining 2 
screws from 
speaker to 
remove speaker. 
(red) 
NOTE...These 2 
screws have to 
go back on the 
top of the 
speaker. The 
third screw was 
removed earlier 
when you took 
out the silver 
bracket. 

 



25. Unscrew the 
rubber boot from 
the reset switch 
and pull switch 
from hole. 

 



26.Disconnect 
speedo and tach. 

 



27. Remove the 
black plactic 
brackets from 
the speedo and 
tach. You will 
see that the 
bundle of wire is 
clipped to the 
bracket of the 
speedo. DO NOT 
disconnect the 
bundle from the 
bracket. There is 
no need to.  

 



28. Remove 
speedo and tach. 
They push out 
towards the back 
of the bike. 
 
29. Unplug the 
rest of your 
gauges. DO NOT 
remove them at 
this time. You 
can do that when 
you move the 
inner fairing to 
the bench. 
 
30. Now for the 
fun part. Pull the 
bottom part of 
fairing and the 
black bracket 
away from the 
short dowel pin 
they are on 
(both sides). 
Just pull them 
out a up a little 
bit so they clear 
the pin.The blue 
mark on the 
picture is the 
general location. 
Dont worry 
about the red 
mark. I just 
reused an earlier 
pic. 
  



31. Raise the 
fairing and black 
bracket together a 
little bit.Grab the 
black bracket (that 
you just released 
from the doel pin) 
and the fairing and 
seperate them. 
Pull the bracket 
toward the front of 
the bike and the 
fairing towards the 
rear of the bike. 
Radio is in tight 
but it will come 
free of the fairing. 
Just wiggle it 
some. Once the 
radio clears the 
inner fairing you 
can then pull it 
(inner fairing) up 
and back (towards 
the back of the 
bike). Inner fairing 
is now removed. 
Take it to the 
bench.  
 
When I was 
removing it..it was 
getting hung up. If 
it hapens to you 
just go slow and 
see where the 
problem is. 
Nothing to it at all. 
 
Last details coming 
right up.... 
 
32. Put bolts back 
in black bracket 
loosley. This will 
hold the radio in 
place. 

 



33. Remove the 
bolts for the 
gauges. They will 
then push out 
thru the front. 
(RED) 5/16 
socket 
 
Remove nuts 
from back of 
mirrors. 
(ORANGE) Pull 
mirrors free. 
NOTE..the black 
piece under the 
nut is marked 
with a L and R. 
Put them back 
on the correct 
sides when you 
reassemble. 
 
Remove rubber 
gromet (BLUE) 

 



34.Remove the 2 
screws for your 
switches. Dont 
try to pry the 
switches out of 
the holder...its 
easier to just 
take the screws 
out. T-25 

 



35. That my 
friends is how to 
take off the inner 
fairing. Easy and 
will save you big 
bucks by not 
paying the 
dealer to do it 
for you. 
 

 
 
	  


